Ikegami

VS-LAN Network Color Camera

ICD-N806

The ICD-N806 features an ultra-high performance day-night network color
camera especially designed for the Visual Streaming (VS) — LAN that uses
H.261 compression capable of picture format either QCIF (176x144) or CIF
(352x288) at 30 frames per second. This camera uses same design as the
ICD-848 which is a multi-functional camera that can switchably output color
and black & white images according to changes in illumination. In addition,
the camera employs a high-sensitivity CCD with about 380,000 pixels (NTSC)
or about 440,000 pixels (PAL), delivering reduced smear, enhanced
sensitivity, and high image quality.



ICD-N806 Network Color Camera

[Specification]

Pickup device:
Picture elements:

%", IT CCD
NTSC: 380,000pixels
PAL: 440,000pixels
Internal: Crystal lock
More than 480TVL
More than 52dB(p-p/rms)
Standard illumination, Detail off,
Weight on
Minimum illumination:
0.15 lux/f1.4 at color mode AGC on
0.015 lux/f1.4 at b&w mode AGC on
Day-Night select:  Auto/Remote/Manual selectable
AGC: ON(AGC, Hyper AGC)/OFF (Low,
Mid, High) switchable
ATW/ATW2/AWC/MAN selectable

Sync system:
H. Resolution:
S/N ratio:

White balance:

Adjustable
Detail correction:  Built-in, Level adjustable
Backlight comp: On/Off/Spot Selectable,

Level adjustable
AES: On/Off Switchable, AES range:

NTSC 1:1600, PAL 1:1200

Off, 1/100, 1/125, 1/250, 1/500,

1/1,000, 1/2000, 1/4000, 1/10000

VARIABLE

Auto iris function:  Video iris or DC iris selectable

Camera ID: Built-in one line, 16 characters

Local setup function:
Using 5 buttons and set on OSD (on
Screen display), Color/Black & white
Mode select/Level adjust, Camera ID,
AES/Electric shutter, BLC ON OFF
Spot Level adjust, DC iris level, AGC
On/off, White balance, Chroma Level,
PED level, Operation Lock

Electric shutter:

Remote setup function:
All local setup functions are vailable
Remotely using RCU-701 or RSU-871.
Picture compression: H.261
Picture size: QCIF or CIF
Transmission rate: 8kbps ~ 3Mbps selectable
Network interface: 10 Base-T/100 Base-T RJ-45
Video output: VBS 1.0Vp-p, 75W
Lens mount: CS Mount (C mount adaptor available)
Flange back adjust: Built-in
Power requirement: DC 12V
Power consumption:
T.B.D.
Operating temperature:
-10 ~ +50°C
Operating humidity: 30 ~ 85%, non-condensing
Camera mount: Y4" —20UNC
External dimensions:
T.B.D.

Weight: T.B.D.

Design and specifications are subject to change
without notice.
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